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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the 
application. 

Listing of Claims: 

Claim 1 (Currently Amended): A broadcast signal receiving system comprising a 
retransmission device for collectively receiving a plurality of high-frequency signals of different 
broadcast signaling systems and converting the received signals into high-frequency signals of a 
common signaling system, and a plurality of display devices for receiving the high-frequency 
signals transmitted from the retransmission device and displaying contents of the received 
signals^ 

wherein the retransmission device is provided with a plurality of broadcast receiving 
means for receiving and demodulating the plurality of high-frequency signals of different 
broadcast signaling systems, and converting the received signals into a plurality of different 
baseband signals, a signal selecting means for selecting one or plural baseband signals from the 
plurality of different baseband signals, a parallel-to-serial converting means for inputting in 
parallel the baseband signals outputted from the signal selecting means, rearranging the inputted 
signals into serial signals and outputting the serial signals, and a common signal transmitting 
means for converting the baseband signals from the parallel-to-serial converting means into high- 
frequency signals of the common signaling system and transmitting the converted signals, and 
each of the plurality of display devices is provided with a common signal receiving means for 
receiving the high-frequency signals of the common signaling system and a display means for 
displaying the broadcast contents of the received signals from the common signal receiving 
means, and 

wherein the plurality of broadcast receiving means comprise plural receivers and 
demodulators corresponding to the high-frequency signals of different broadcast signaling 
systems and power switching means for turning on and off respective power supply circuits of 
the plural receivers and demodulators, and the signal, selecting means turns ON the power supply 
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circuits of the receiver and demodulator related to the selected baseband signal and turns OFF 
the power supply circuits related to other receivers and demodulators . 

Claim 2 (Canceled). 

Claim 3 (Currently Amended): A broadcast signal receiving system as defined in 
claim i [[2]], wherein one or more of the display devices is provided with a selection signal 
transmitting means for transmitting a selection signal for selecting a desired one of the high- 
frequency signals of different broadcast signaling systems and the retransmission device is 
provided with a selection signal receiving means for receiving the selection signal and 
demodulating/converting the selection signal into switching signals for the signal selecting 
means. 

Claim 4 (Previously Presented): A broadcast signal receiving system as defined in 
claim 3, wherein the selection signal transmitting means is provided with an infrared-receiving 
portion for receiving a selection signal from an infrared remote control transmitter and a radio- 
transmitting portion for transmitting in the form of radio waves the selection signal from the 
infrared-receiving portion, and the selection signal receiving means is provided with a receiver 
for receiving the selection signal transmitted from the radio-transmitting portion. 

Claims 5 and 6 (Canceled). 

Claim 7 (Currently Amended): A broadcast signal receiving system as defined in 
claim i [[5]], wherein the high-frequency signal of the common signaling system has a 
frequency of about 2.4 GHz or about 5.2 GHz. 

Claims 8-23 (Canceled). 
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